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Wir empfehlen Ihnen, sich mit dem Zeltaufbau vor Ihrer ersten Tour vertraut zu machen und vorher einmal einen 
Probeaufbau durchzuführen. Dies erleichtert Ihnen die Handhabung. 
 
Standort und Vorbereitung des Aufbaus: 
Bitte achten Sie bei der Auswahl der Zeltaufstellfläche auf einen geeigneten ebenen Untergrund. Ein Aufstellen direkt 
unter Bäumen (Blitzgefahr, Harz, Vogelkot…), in Uferbereichen (Hochwasser), in Geländemulden 
(Wasseransammlungen, Pfützen) oder auf Kuppen (Blitzgefahr), können Probleme verursachen.  
Der vorgesehene Eingang des Zeltes sollte der Wetterseite abgewandt sein. 
 
Aufbauanleitung: 

- Breiten Sie zunächst das Außenzelt, in der von Ihnen gewünschten Richtung aus. Die Eingänge sollten 
geschlossen sein, um unnötige Spannungen und Verschiebungen zu vermeiden. 

- Setzen Sie nun die mit einem Gummizug verbundenen einzelnen Segmente zusammen. (1 längere 
Mittelgestänge, sowie 2 etwas kürzere Außengestänge) 

- Führen Sie diese nun einzeln in die entsprechend dafür vorgesehenen farblich markierten Gestängekanäle 
ein. 

- Jetzt können Sie das Zelt wie folgt aufrichten. Fangen Sie an einer der äußeren Seite an und richten das 
Zelt auf, indem Sie das Gestänge an einer Seite in das Ring-Pin System stecken und an der 
gegenüberliegenden Seite in einer der Ösen fixieren. Mit den weiteren Gestängen verfahren Sie bitte 
ebenso. Jetzt fixieren Sie das Zelt mittels der vorgesehenen Schlaufen und den Heringen an einer der 
Kopfseiten am Boden. Das gleiche führen Sie an der gegenüberliegenden Seite aus, zuvor ziehen Sie das 
Zelt wie eine Ziehharmonika straff. Wir empfehlen Ihnen auch, alle Abspannleinen zu fixieren, um eine 
optimale Stabilität zu gewährleisten. 

- Das Innenzelt einfach mit dem Eingang nach vorne, zunächst an den inneren Ecken des Außenzeltes am 
Boden fixieren und die Kabine an den hinteren Ecken, sowie den Seiten der Kuppel mit den Klöppeln an den 
Ösen einhängen. 

- Einzippen des Full Length Bath Tube (hochgezogen geschlossene Bodenwanne). Legen Sie zunächst den 
Full Length Bath Tube an die entsprechende Markierung der Rückwand des Außenzeltes (Innenseite). 
Zippen Sie nun die Reißverschlüsse ein und schließen diese.  Die anderen Bereiche lassen sich einfach mit 
Klett an der Außenwand verbinden. Der Full Bath Tube schützt vor Moskitos und Kleintieren, verringert die 
Kondenswasserbildung,  Verschmutzung sowie Spritzwasser bei Regen. 

- Der Eingänge des Zeltes sind als Sonnensegel nutzbar und können mit Aufstellstangen (als Zubehör 
erhältlich) ausgestellt werden. 

 
Zeltpflege: 

- Bitte beachten Sie, Zelte nie über einen längeren Zeitraum in feuchtem Zustand aufzubewahren, da 
hierdurch sog. Stockflecken entstehen können. Nach Möglichkeit immer trocken lagern. 

- Verschmutzungen einfach mit handwarmen Wasser und einem Schwamm reinigen: Achtung: keine 
chemischen Reiniger auch nicht in der Nähe des Zeltes verwenden, da diese das Material, sowie die 
Beschichtung beschädigen können. 

- Reißverschlüsse sowie Gestänge sind Verschleißteile und unterliegen damit nicht der Gewährleistung der 
Hersteller. Übermäßige Spannungen und eine  unsachgemäße Handhabung sind zu vermeiden. 

 
Bildung von Kondenswasser: 
Auf der Innenseite des Außenzeltes, sowie im Bodenbereich unter der Isomatte kann es jederzeit zu 
Kondenswasserbildung kommen. Dieses Phänomen ist ein natürlicher physikalischer Prozess, der teilweise als 
Undichtigkeit des Zeltgewebes empfunden werden kann. Hervorgerufen wird dieses durch Luftfeuchtigkeit und 
Temperaturunterschiede. Diese kann jedoch problemlos durch eine gute Lüftung, wesentlich positiv beeinflusst 
werden. 
 
Nahtverarbeitung: 
Alle Hauptnähte sind mit einer aufwendigen Zwei-Lagen-Doppelkappnaht ausgestattet. Die Dichte im Nahtbereich 
wird durch die Verwendung einer speziellen Nahtbandversiegelung nochmals erhöht. 
 
Wir wünschen Ihnen viel Freude und eine erholsame Zeit mit Ihrem Zelt. 
Ihr  Xtend-Adventure Team 
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We recommend to familiarize with the mounting of the tent before you start your first tour. Please do a test mounting 
beforehand to ease the handling.  
 
Location and preparation of the mounting: 
Please regard an appropriate and flat surface when you choose the area for your tent. It could cause problems when 
you mount your tent directly under trees (danger of lightning, resin, bird’s excrements), close to waterside areas 
(flooding), in area troughs (water gatherings, puddles) or upon knolls (dager of lightning). The destined entrance of 
your tent should be turned away from the weather side.  
 
Mounting instruction: 

- At first spread out the outer tent towards the preferred direction. Please make sure all entrances are closed 
to avoid needless stress and displacements.  

- Now put all segments together, which are connected with elastics. (1 a little bit longer stake for the central 
section as well as 2 a little bit shorter for the outer poles)  

- Now insert those poles one by one with the rounded side into the appropriate coloured marked channel for 
the poles.  

- Now you can erect the tent as follows. Start at one of the outer sides and erect the tent by inserting the poles 
at one side into the Ring-Pin System and fix it at the opposed side to one of the eyelets. Please do the same 
with the remaining poles. Now you fix the tent at one of the head sides to the ground by using the destined 
loops and tent pegs. You do the same at the opposed side after you have tighten the tent like an accordion. 
We recommend to fix all supplied tighten ropes to guarantee an optimal stability  

- Place the inner tent with its entrance to the front and begin to fix it at the corners of the outer tent to the 
ground. Then hook in the cabin to the corners in the back by using the clapper and the eyelets. Do the same 
with the sides of the cupola roof.  

- Zip in the Full Length Bath Tube (hoisted closed base tub). First of all place the Full Length Bath Tube at the 
appropriate marking of the back wall of the outer tent (inner side). Now zip in the zippers and close them. 
You can fix all other sections with hook-and-loop fastener to the outer wall. The Full Bath Tube will keep 
mosquitoes and small animals away, decreases the accumulation of condensed water, dirt and splash water 
when it’s raining.  

- The entrances of the tent can be used as awning and can be extended by special poles (accessory 
available).  

 
Care of the tent: 

- Please notice not to store wet tents over a longer period of time. This could cause mould stains. Do store the 
tent at a dry place if possible.  

- Remove dirt or other contaminations with hand-hot water and a sponge: Caution: do not use any chemical 
cleaner, not even close the tent! That could cause a damage to the material and the coating.  

- Zipper and poles are parts that can perish. Therefore the manufacturere do not take any guarantee for those 
parts. Please avoid exceeding stress and improper handling.  

 
Accumulation of condensed water: 
Condensed water can accumulate inside of the outer tent as well as under the sleeping pad. This phenomenon is a 
natural physical process, which sometimes gives the impression of leaky webbing. This can be caused by air humidity 
and changes in temperature. You can easily influence this by airing the tent regularly.  
 
Seam processing: 
All main seams are equipped with a complex two-layer-dual seam. To increase the tightness within the seam area 
you can use the supplied seam tightening tool (on silicon basis).  
 
Have a lot of fun and a relaxing time with your tent.  
Your  Xtend-Adventure Team 




